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DETAILED ACTION 

1 . Claims 1 -35 are presented for examination. 



Claim Rejections - 35 USC §112 

1 . The following is a quotation of the second paragraph of 35 U.S.C. 1 12: 

The specification shall conclude with one or more claims particularly pointing out 
and distinctly claiming the subject matter which the applicant regards as his 
invention. 



2. Claims 1-35 are rejected under 35 U.S.C. 112, second paragraph, as being 
indefinite for failing to particularly point out and distinctly claim the subject matter which 
applicant regards as the invention. 

a. The following claim languages are unclear and indefinite: 

i) Claim 2, it is uncertain what a decentralized protocol is <i.e. how is 
the system deciding how to distribute the workload? It seems that there is 
a centralized entity that is doing the identification of a candidate to receive 
the workload? If this is true, how is it using a decentralized protocol? Is it 
centralized ordecentralized?>. 

ii) Claim 9, it is uncertain what is meant by generating a consolidated 
key identifier such that outputs of workload units belonging to the 
consolidated workload group share an identical sequence of values at a 
specified depth value of the consolidated key identifier <i.e. this limitation 
is confusingly stated? Is there another entity that is telling the system how 
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many tasks to merge? If A generates A.a and A.b which each generates 
A.a.1 , A.a. 2 and A.b.1 , A.b.2, then is there a controller that says that task 
must be merged at the A level such that A.a.1 , A.a. 2 and A.b.1 , A.b.2 all 
merge back to A?> 

Claims 10, 1 4, 20, 21 , 32 have the same deficiencies as claim 9 

above. 



Claim Rejections - 35 USC § 103 

2. The following is a quotation of 35 U.S.C. 1 03(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 



3. Claims 1-6, 9-11, 15-22, 24-30, 32, 34 are rejected under 35 U.S.C. 103(a) as 
being unpatentable over Bjornson et al., Pub No. 2002/0194173 (hereafter Bjornson) in 
view of Vandeweerd et al., Pub. No. 2003/0086426 (hereafter Vandeweerd). 

4. Bjornson was cited in the previous office action. 



5. As per claims 1,15, 25, Bjornson teaches a method for dynamically adjusting a 
workload of an active server, the method comprising: 
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Dividing the workload into a collection of workload units, Associating the active 
server (Para 54: each worker computer corresponds to a server) with at least one 
parent workload group (Fig 5, unit a is one example of a parent workload group), the 
parent workload group including the collection of workload units such that the collection 
of workload units belonging to the parent workload group share an identical sequence of 
values at a specified depth value of their key identifiers, the identical sequence of 
values defining a group key identifier associated with the parent workload group (Fig 5: 
the parent workload group such as Taskl has a collection of workload units such as 
Taskl .B and Taskl .A where at the depth of 2 the two subtasks, Taskl .B and Taskl .A, 
share an identical sequence in the identifier, which is Taskl in this case); 

Independently determining by the active server that an overload condition exists 
at the active server (Para 60); 

If the overload condition exists: increasing the depth value of the parent workload 
group such that at least two child workload groups are identified (Para 60, 61); 

Assigning a target server to manage at least one of the child workload groups 
(Para 56, 60). 

Bjornson teaches in Fig 5 that each unit including its own key identifier (Para 53, 
lines 4-8: each smaller task corresponds to a workload unit; units a, b, c of Fig 5: task 1 , 
task 1 .B, Taskl .A) and that the key identifier is associated with the workload group. 
However, Bjornson does not specifically teach the figure labels from Fig 5 are actually 
used as key identifiers for each workload unit in the actual system. 
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However, Vandeweerd specifically teaches that each unit including its own key 
identifier and that the key identifier is structured such that the parent workload group 
including the collection of workload units such that the collection of workload units 
belonging to the parent workload group share an identical sequence of values at a 
specified depth value of their key identifiers, the identical sequence of values defining a 
group key identifier associated with the parent workload group and that this labeling 
scheme is actually generated in the actual system as workload unit is created for the 
purpose of task identification and maintaining relationships amongst tasks (Fig 22; Para 
118). 

It would have been obvious to one having ordinary skill in the art at the time of 
the applicant's invention to have the labeling scheme of Bjornson as presented in his 
Fig 5 be specifically used as key identifiers for each workload unit in the actual system, 
as taught by Vandeweerd, because it allows for task identification and maintaining 
relationships amongst tasks. 

6. As per claims 2, 16, and 26, Bjornson teaches if the overload condition exists, 
identifying at least one candidate server to which the child workload groups may be 
distributed using a decentralized protocol, the at least one candidate server including 
the target server (Paragraphs 56 and 60: one of the child is kept by the original worker 
computer, which corresponds to a server. The other child is added to the VSM bulletin 
board for another worker computer or server to take when it is not busy; Moreover the 
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decision of splitting the task is made by the worker computer alone, thus it is 
decentralized.). 

7. As per claims 3, 17, and 27, Bjornson teaches requesting workload acceptance 
from the target server at peer level (Paragraphs 56, 60-61). 

8. As per claims 4, 18, and 28, Bjornson does not specifically teach recording the 
parent workload group as inactive at the active server. 

However, since having a bit valued indicator to indicate a work group is inactive 
is commonly practiced in the field of task management for the purpose of having a 
status indicator, it would have been obvious to one having ordinary skill in the art at the 
time of the applicant's invention to modify the teachings of Bjornson with the specifics of 
recording the parent workload group as inactive at the active server, because it allows 
for status indication. 

9. As per claims 5, 19, and 29, Bjornson teaches transferring application-specific 
objects corresponding to the child workload groups at peer level (Paragraphs 60-62: 
tasks are essentially programs that implements algorithms. The Examiner has 
interpreted the program to be application-specific objects. When one of the divided task 
is added back to the Task List, the sub-task is transferred.). 

10. As per claims 6 and 30, Bjornson teaches redirecting entities operating on 
elements of the parent workload group to the target server managing the child workload 
group (Paragraph 56, 60, 71-74: database corresponds to entities. They can be split up 
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according to how the tasks are split up. When a sub-task with its associated database 
gets assigned to another worker computer, entities are redirected.). 

11. As per claims 1 1 , 22, and 34, Bjornson teaches further comprising associating 
the workload unit with the key identifier such that the key identifier encodes one or more 
attributes of the workload unit (Fig 5: Because the naming system contains the name of 
the parent task for each sub-task, the parent identification in a child's name corresponds 
to an attribute.). 

12. As per claims 9, 20, and 32, Bjornson teaches 

determining that an under-load condition exists at the active server (Paragraphs 
95-96: limitation is set for the amount of time a worker computer is to remain idle, 
when it is exceeded, it is inherent that the system will know that a worker 
computer is under-loaded.) 

identifying at least two workload groups for consolidation into a consolidated 
workload group (Para 91 ) 

generating a consolidated key identifier such that outputs of workload units 
belonging to the consolidated workload group share an identical sequence of 
values at a specified depth value of the consolidated key identifier; and managing 
the consolidated workload group by the active server (Paragraph 69, 91 and Fig 
5). 
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Vandeweerd teaches that the figure labeling scheme used by Bjornson maybe 
applied to the actual workload tasks when created in the system (see claim 1 rejection 
above for detailed reasoning). 

1 3. As per claims 1 0 and 21 , Bjornson teaches wherein generating the consolidated 
key identifier includes decreasing the depth value of the parent workload group such 
that the consolidated workload group is identified (Fig 5: please note the ID given for 
task blocks colored in gray.). 

14. As per claim 24, Bjornson teaches an external service configured to identify at 
least one candidate resource to which the child workload groups may be distributed 
(Paragraph 56: the VSM, which are external to the worker computers governs how the 
task may be taken by the worker.). 

15. Claims 12-14, 23, 35 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Bjornson et al., Pub No. 2002/0194173 (hereafter Bjornson) in view of Vandeweerd 
et al., Pub. No. 2003/0086426 (hereafter Vandeweerd) further in view of Shimosato et 
al., Patent No. 7,024,563 (hereafter Shimosato). 

16. Shimosato was cited in the previous office action. 

17. As per claims 12 and 23, Bjornson teaches wherein the virtual key includes a 
number of masked of digits, the number of masked digits dependent on the overload 
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condition (Fig 5, unit c: Tasktl .A1 where the two numbers of 1s corresponds to masked 
of digits.). 

Bjornson does not specifically teach constructing a virtual key for mapping to the 
target server. 

However, Shimosato teaches using a constructed load-dependent virtual key as 
an input to a separate mapping service that returns the identity of the target server to 
which the workload units belonging to the virtual key should be directed for the purpose 
of identity mapping (Column 21 , lines 37-43). 

It would have been obvious to one having ordinary skill in the art at the time of 
the applicant's invention to modify the teachings of Bjornson with using a constructed 
load-dependent virtual key as an input to a separate mapping service that returns the 
identity of the target server to which the workload units belonging to the virtual key 
should be directed, as taught by Shimosato, because allows for identity mapping. 

18. As per claim 13, Shimosato teaches using the constructed load-dependent virtual 
key as an input to a separate mapping service that returns the identity of the target 
server to which the workload units belonging to the virtual key should be directed 
(Column 21, lines 37-43). 

19. As per claim 14, Bjornson teaches a system for running a distributed computer 
application whose workload can be decomposed into a set of workload units, each 
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workload unit including its own key identifier, over a dynamically varying set of 
distributed resources, the number of distributed resources involved in the distributed 
computer application varying dynamically in response to changes in an overall 
workload, the system comprising (Fig 5 and paragraph 60): 

a set of active resources cooperatively managing an entire set of identifier keys 
constituting the overall workload, each individual active resource managing a 
dynamically varying group of identifier keys, each active resource independently 
evaluating its own workload condition and deciding on the creation to reduce its 
workload (Fig 5, paragraphs 60); 

an overall set of resources, of which the active resources constitute a subset that 
can be utilized as part of the distributed computer application as needed (Paragraphs 
60-61); 

a set of client entities utilizing the distributed computer application, each client 
entity being associated with at least one identifier key, and each client entity 
dynamically determining the dynamically varying group of key identifiers that it currently 
belongs to (Fig 5); 

consolidating identifier keys such that workload units belong to the consolidated 
workload group share an identical sequence of values at a specified depth value of the 
consolidated key identifier (Paragraph 69, 91 and Fig 5); 

consolidating workloads together to increase its workload (Para 91). 
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Bjornson teaches in Fig 5 that each unit including its own key identifier (Para 53, 
lines 4-8: each smaller task corresponds to a workload unit; units a, b, c of Fig 5: task 1 , 
task 1 .B, Taskl .A) and that the key identifier is associated with the workload group. 
However, Bjornson does not specifically teach the figure labels from Fig 5 are actually 
used as key identifiers for each workload unit in the actual system. 

However, Vandeweerd specifically teaches that each unit including its own key 
identifier and that the key identifier is structured such that the parent workload group 
including the collection of workload units such that the collection of workload units 
belonging to the parent workload group share an identical sequence of values at a 
specified depth value of their key identifiers, the identical sequence of values defining a 
group key identifier associated with the parent workload group and that this labeling 
scheme is actually generated in the actual system as workload unit is created for the 
purpose of task identification and maintaining relationships amongst tasks (Fig 22; Para 
118). 

It would have been obvious to one having ordinary skill in the art at the time of 
the applicant's invention to have the labeling scheme of Bjornson as presented in his 
Fig 5 be specifically used as key identifiers for each workload unit in the actual system, 
as taught by Vandeweerd, because it allows for task identification and maintaining 
relationships amongst tasks. 

Furthermore, Shimosato teaches a mapping service configured to receive a 
virtual key associated with at least one of the dynamically varying group of identifier 
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keys as input and configured to produce an identity of a target resource from the overall 
resource set as an output for the purpose of identity mapping (Column 21 , lines 37-43). 

It would have been obvious to one having ordinary skill in the art at the time of 
the applicant's invention to modify the teachings of Bjornson in view of Vandeweerd with 
a mapping service configured to receive a virtual key associated with at least one of the 
dynamically varying group of identifier keys as input and configured to produce an 
identity of a target resource from the overall resource set as an output, as taught by 
Shimosato, because it allows for identity mapping. 

20. As per claim 35, Shimosato teaches program code configured to construct a 
virtual key for mapping to the target resource, wherein the virtual key includes a hash 
value of the key identifier (Column 21 , lines 37-43). 

21 . Claims 7-8, 31 , 33 are rejected under 35 U.S.C. 1 03(a) as being unpatentable 
over Bjornson et al., Pub No. 2002/0194173 (hereafter Bjornson) in view of in view of 
Vandeweerd et al., Pub. No. 2003/0086426 (hereafter Vandeweerd) further in view of 
Eidson, Patent No. 6,125,420 (hereafter Eidson). 

22. Eidson was cited in the previous office action. 

23. As per claims 7 and 31 , Bjornson discloses a system that can break down a 
single task into different levels of sub-tasks, each with its associated identifier, so that 



Application/Control Number: 10/718,401 Page 13 

Art Unit: 2195 

they may be assigned to computers according to the computer's dynamic workload. 
Furthermore, Bjornson teaches estimating the amount of computational resources 
available in each computer to see if a task needs to be broken down. Bjornson also 
teaches a group key identifier that indicates the nearest known active parent group to 
which it belongs (Fig 5; Paragraphs 60-61). 

Bjornson, however is silent as to, the specifics of receiving a probe message 
from an entity work load unit, the entity workload unit being a member of the parent 
workload group, the probe message including a selected identifier key formed by 
selecting a depth to be associated with the entity workload unit's key identifier; and 
sending a response to the entity indicating the group key identifier that a current server 
locally determines to be the nearest known active parent group to which the element's 
key identifier belongs. 

Eidson teaches receiving a probe message from an entity work load unit, the 
entity workload unit being a member of the parent workload group, the probe message 
including a selected identifier key formed by selecting a depth to be associated with the 
entity workload unit's key identifier; and sending a response to the entity indicating the 
group key identifier that a current server locally determines to be the nearest known 
active parent group to which the element's key identifier belongs for the purpose of 
group identification and communication between nodes and its parent groups (Abstract; 
Column 3, lines 1-6, lines 15-25, 38-50; Column 4, lines 5-27, 45-55). 

It would have been obvious to one having ordinary skill in the art at the time of 
the applicant's invention to modify the teachings of Bjornson in view of Vandeweerd with 
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receiving a probe message from an entity work load unit, the entity workload unit being 
a member of the parent workload group, the probe message including a selected 
identifier key formed by selecting a depth to be associated with the entity workload unit's 
key identifier; and sending a response to the entity indicating the group key identifier 
that a current server locally determines to be the nearest known active parent group to 
which the element's key identifier belongs, as taught by Eidson, Because it allows for 
group identification and communication between nodes and its parent groups. 

24. As per claim 8, Eidson teaches wherein the entity operating on a workload unit 
uses the response to further refine its estimate of a correct depth to be associated with 
the unit's key identifier; and probing another server associated with the parent key group 
formed by using the refined depth of the unit's key identifier (Column 3, lines 1-6, lines 
15-25, 38-50). 

25. As per claim 33, Bjornson teaches wherein the program code to generate the 
consolidated key includes program code to decrease the depth value of the parent 
workload group (Fig 5 and Para 69) and further teaches consolidating workload group 
(Para 91). 

Response to Arguments 

26. Applicant's arguments filed on 5/19/2009 have been fully considered but are not 
persuasive. 
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27. In the remark, the applicant argued that: 

i) Bjornson does not teach the limitations of claim 2. 

28. The Examiner respectfully disagrees with the applicant. As to point: 

i) The claim states that the identification of a candidate is done by using a 
decentralized protocol, while at the same time there seems to be a centralized 
entity that is making the decision of how to assign the workload. This is 
seemingly contradictory and moreover confusing. Until this issue is fixed, the 
Examiner has interpreted the claim merely as obtaining workloads by individual 
servers as taught in Bjornson in Para 60-61 . 

Conclusion 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to MENGYAO ZHE whose telephone number is (571)272- 
6946. The examiner can normally be reached on Monday Through Friday, 7:30 - 5:00 
EST. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Meng-Ai An can be reached on 571-272-3756. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 
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Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 



/Meng-Ai An/ 

Supervisory Patent Examiner, Art Unit 2195 



